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(2) Report the number of vehicles
covered by each such contract.

(ii) Inflatable restraint system that pro-
vides automatic crash protection—(A)
Basis for phase-in production goals. Each
manufacturer shall report the total
number of trucks, buses, and multipur-
pose passenger vehicles with a GVWR
of 8,500 pounds or less and an unloaded
vehicle weight of 5,500 pounds or less
that it manufactured for sale in the
United States for the production year
ending August 31, 1998. However, manu-
facturers are not required to report
any information with respect to those
vehicles that are walk-in van-type
trucks or vehicles designed to be sold
exclusively to the U.S. Postal Service.

(B) Production. Each manufacturer
shall report the number of trucks,
buses, and multipurpose passenger ve-
hicles with a GVWR of 8,500 pounds or
less and an unloaded vehicle weight of
5,500 pounds that it manufactured for
sale in the United States for the pro-
duction year ending August 31, 1998
that it certified as complying with
S4.1.5.1(a) of Standard No. 208 (§ 571.208
of this chapter) because they were
equipped with an inflatable restraint
system that provided automatic crash
protection.

(C) Vehicles produced by more than one
manufacturer. Each manufacturer
whose reporting of information is af-
fected by one or more of the express
written contracts permitted by
S4.2.6.1.2 of § 571.208 of this chapter
shall:

(1) Report the existence of each such
contract, including the names of all
parties to the contract, and explain
how the contract affects the report
being filed; and

(2) Report the number of vehicles
covered by each such contract.

[58 FR 46566, Sept. 2, 1993]

§ 585.6 Records.

Each manufacturer shall maintain
records of the vehicle identification
number and type of automatic crash
protection for each vehicle for which
information was reported under § 585.5
until December 31, 1999.

[58 FR 46568, Sept. 2, 1993]

§ 585.7 Petition to extend period to file
report.

A petition for extension of the time
to submit a report must be received
not later than 15 days before expiration
of the time stated in § 585.5(a). The pe-
tition must be submitted to: Adminis-
trator, National Highway Traffic Safe-
ty Administration, 400 Seventh Street,
SW, Washington, DC 20590. The filing of
a petition does not automatically ex-
tend the time for filing a report. A pe-
tition will be granted only if the peti-
tioner shows good cause for the exten-
sion and if the extension is consistent
with the public interest.

[51 FR 9813, Mar. 21, 1986]
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§ 586.1 Scope.

This part establishes requirements
for passenger car manufacturers to
submit a report, and maintain records
related to the report, concerning the
number of passenger cars manufac-
tured that meet the dynamic test pro-
cedures and performance requirements
of Standard No. 214, Side Impact Protec-
tion (49 CFR 571.214), and it establishes
requirements for manufacturers of
trucks, buses and multipurpose pas-
senger vehicles with a gross vehicle
weight rating (GVWR) of 10,000 pounds
or less to maintain records related to
the number of such vehicles that meet
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the side door strength requirements of
Standard No. 214.

[60 FR 57839, Nov. 22, 1995]

§ 586.2 Purpose.

The purpose of the reporting require-
ments is to aid the National Highway
Traffic Safety Administration in deter-
mining whether a passenger car manu-
facturer has complied with the require-
ments of Standard No. 214, Side Impact
Protection (49 CFR 571.214) concerning
dynamic test procedures and perform-
ance requirements concerning side im-
pact protection, and whether a manu-
facturer of multipurpose passenger ve-
hicles, trucks and buses with a GVWR
of 10,000 pounds or less has complied
with the side door strength require-
ments of Standard No. 214.

[57 FR 30922, July 13, 1992]

§ 586.3 Applicability.

This part applies to manufacturers of
passenger cars and to manufacturers of
trucks, buses and multipurpose pas-
senger vehicles with a GVWR of 10,000
pounds or less manufactured before
September 1, 1994. However, this part
does not apply to any manufacturers of
trucks, buses and multipurpose pas-
senger vehicles whose production con-
sists exclusively of walk-in vans, vehi-
cles which do not have any side doors
that can be used for occupant egress,
vehicles which exclusively have doors
of the types specified in S3(e) of 49 CFR
571.214 or double cargo doors, doors
without one or more windows, or doors
for which the ratio of the width of the
lowest portion of the door to the width
of the door at its widest point is not
greater than 0.5. (The width of the door
is measured in a horizontal plane and
on the outside surface of the door. The
lowest portion of the door is that por-
tion of the lower edge of the door
which is lowest to the ground and
which is essentially horizontal.) In ad-
dition, this section does not apply to
vehicles manufactured in two or more
stages, and vehicles that are altered
after previously having been certified
in accordance with part 567 of this
chapter.

[60 FR 57839, Nov. 22, 1995]

§ 586.4 Definitions.
(a) All terms defined in section 30102

of Title 49, U.S.C., Chapter 301 are used
in their statutory meaning.

(b) Bus, gross vehicle weight rating
or GVWR, multipurpose passenger ve-
hicle, passenger car, and truck are used
as defined in § 571.3 of this chapter.

(c) Production year means the 12-
month period between September 1 of
one year and August 31 of the following
year, inclusive.

[57 FR 30923, July 13, 1992, as amended at 60
FR 57839, Nov. 22, 1995]

§ 586.5 Reporting requirements—man-
ufacturers of passenger cars.

(a) General reporting requirements.
Within 60 days after the end of each of
the production years ending August 31,
1994, August 31, 1995, and August 31,
1996, each manufacturer shall submit a
report to the National Highway Traffic
Safety Administration concerning its
compliance with the requirements of
S3(c) of Standard No. 214 for its pas-
senger cars produced in that year. Each
report shall—

(1) Identify the manufacturer:
(2) State the full name, title, and ad-

dress of the official responsible for pre-
paring the report;

(3) Identify the production year being
reported on;

(4) Contain a statement regarding
whether or not the manufacturer com-
plied with the dynamic testing and per-
formance requirements of the amended
Standard No. 214 for the period covered
by the report and the basis for that
statement;

(5) Provide the information specified
in § 586.5(b), except that this informa-
tion need not be submitted with the re-
port due 60 days after August 31, 1994 if
the manufacturer chooses the compli-
ance option specified in S3(d) of 49 CFR
571.214;

(6) Be written in the English lan-
guage; and

(7) Be submitted to: Administrator,
National Highway Traffic Safety Ad-
ministration, 400 Seventh Street SW.,
Washington, DC 20590.

(b) Report content—(1) Basis for phase-
in production goals. Each manufacturer
shall provide the number of passenger
cars manufactured for sale in the Unit-
ed States for each of the three previous
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